
 

EBETAM A.E. 
CERT -  safecomp / EN 02 (5.0 / 24.10.2016)  

AET : 46390 

CERTIFICATE   
 EU Type – Examination  

According to Directive 2014/33/EU, (Module B, annex IV A) 

Certificate No: LF/KSA/A-C-0124/17 
 

Identification No of Certification 

body: 
MIRTEC s.a           0437 
 

Name & Address  

of the Certificate Holder : 
of the Manufacturer: 

ZORLU ASANSÖR SANAYI VE TICARET ANONIM SIRKETI 

SERIFALI MAH. BURHAN SK. NO: 27, ÜMRANİYE, İSTANBUL /TÜRKİYE 

Date of Submission for  
EU Type-Examination : 

28/03/2013 

Product of Safety Component:        Overspeed Governor  Tripping in 2 Directions 
Type: ZR 21-200-UCM (Φ200mm) & ZR 21-300-UCM (Φ300mm) 

ZR 21-200-B-UCM (Φ200mm) & ZR 21-300-B-UCM (Φ300mm) 
ZR-21-200-0.2-UCM, ZR-21-200-0.4-UCM, ZR-21-200-0.6-UCM,  
ZR-21-200-0.8-UCM, ZR-21-200-1.0-UCM, ZR-21-200-1.2-UCM,  
ZR-21-200-1.6-UCM, & ZR-21-300-0.2-UCM, ZR-21-300-0.4-UCM, 
ZR-21-300-0.6-UCM, ZR-21-300-0.8-UCM, ZR-21-300-1.0-UCM,  
ZR-21-300-1.2-UCM, ZR-21-300-1.6-UCM, ZR-21-300-2.0-UCM,  
ZR-21-300-2.2-UCM, ZR-21-300-2.5-UCM                                    
 

Applicable Standards:                           2014/33/EU, annex Ι, 
  ΕΝ 81-50:2014  § 5.4. 
  EN 81-20:2014  § 5.6.2.2.1, 5.6.2.2.2, 5.6.6 

Examination Period:                             March 2013 , March 2017 
 

Test Laboratory :    
 
Date & No of laboratory Report:                                             

MIRTEC S.A. 

ZORLU Asansör   
LF/A-R-13022/13, 28/3/2013 
LF/KSA/A-R-0124/17, 19/3/2017 

Documents annexed: 
to the Certification:                              

Product description, Drawings , 
Installation & maintenance instructions, Material list 

Field of application  

Load, speed, guide rails :                       
ANNEX 1 
 

 

Additional Information:  
The production of the Overspeed Governor is under the surveillance of the certification body. 
For all changes the certificate holder must inform the certification body.   
 

Result of the examination - Declaration:    

Herewith we certify that the type of the product mentioned above, meets the basic 
requirements of the relevant Directive and Norms for the mentioned Field of application,  
if the requirements of the annex to this conformity examination certificate are kept.  

Only the products detailed in the test report have been subjected to tests.  

Date of issue:                                                     11.04.2017 
Date of reissue (due to change of address):                  28.01.2026 

 

For  MIRTEC S.A. 

 

  
C. SPILIOTOPOULOS 

Certification department of lifts 

Docusign Envelope ID: 0ECA2EFB-9D09-4F3D-9BAD-F9A8C12CE575



 

EBETAM A.E. 
CERT -  safecomp / EN 02 (5.0 / 24.10.2016)  

AET : 46390 

ANNEX 1 

Part of the EU Type-examination LF/KSA/A-C-0124/17 
 

Field of application 

 

Nominal speeds  :                     0.20m/s, 0.40m/s, 0.63m/s 0.80m/s, 1.00m/s,  
 1.20m/s, 1.60m/s, 2.00m/s, 2.20m/s, 2.50m/s, 

 

Tripping speeds :                        0.39m/s, 0.70m/s,0.86 m/s, 0.96 m/s, 1.30m/s, 

                                             1.50m/s,2.00m/s, 2.43 m/s, 2.72 m/s, 2.98m/s     
                                      
Wire rope :                                 6mm,  
 
Wire rope tensile Force :             11 Kp, tensile weight on the Pulley in the pit of well 
                                             
 
Slipping force:                            > 300 Ν on the traction Pulley 
 

This overspeed governor gear may be used as a tripping element in a protection system 
against unintended car movement. The maximum delay of the electromagnet and the 
maximum distance before activating the safety gear (350mm) assured that allows the 
stopping of the car is in the ranges of stopping distances that refers to EN 81-20:2014           
§ 5.6.7 and 81-50:2014 §5.8. 

 

 

 

 

 

 

 
 

Certification Dept. MIRTEC S.A.     

  

       C.Spiliotopoulos 
       Inspector of Lifts   

Docusign Envelope ID: 0ECA2EFB-9D09-4F3D-9BAD-F9A8C12CE575
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